	Cold & Dark

	Cockpit Preperation
Airbus A320
	

	PANEL
	ITEM
	ACTION

	Overhead Panel Ctrl + 8
	Battery Switches
	Both On

	
	External Power
	On  (if avaiable)

	
	Engine Generators 
	On  (fault displayed)

	
	Engine Beed Air Switches
	On

	
	APU Master Switch
	On

	
	APU Start
	On

	
	APU Start
	Wait for Avail Lit

	
	Int Lts Dome BRT/DIM/OFF
	As applicable.

	
	APU Bleed
	On

	
	External Power
	Off

	Main Panel Ctrl +1
	PFD & Nav Display lights
	Turn On

	Pedestal  Ctrl + 6
	Light Knobs x 3
	Turn On

	Pedestal  Ctrl + 5
	Ecam Display Knobs x 2
	Turn On

	MCDU   Ctrl + 5
	Data Insertion
	See separate page.

	Main Panel Ctrl +Space
	ATC ScrLk for ATC
	If used

	ATC Contact     ScrLk
	Select Atis for Baro Check
	Set

	
	Request Clearance IFR
	If applicable

	
	Note Rwy & Altitude
	Set

	Main Panel Ctrl + 2
	EFIS FD/ILS
	Off

	Increase FD Brightness
	Knob under EXPED button
	Set

	
	ND Mode & Range
	Set to Arc & 20

	
	VOR/ADF  select
	As Required


	
	Before Pushback
	

	Overhead Panel Ctrl + 8
	APU Master & Start
	On

	
	APU Bleed = On
	On

	
	Beacon Light
	On

	
	Fuel Pumps
	On

	
	External Power
	Off

	Pedestal  Ctrl + 6
	Thrust Levers
	Set to Idle

	               Ctrl + 7
	Parking Brake
	Set to On

	Main Panel  Ctrl + 2
	Baro Reference
	Set

	Overhead Panel Ctrl + 8
	Beacon Light
	On 

	Main Panel Ctrl + Space
	
	

	ATC Ground
	Request Pushback
	If applicable


	
	Engine Start at Pushback
	

	Pedestal  Ctrl + 7
	Parking Brake
	Set to Off

	
	Engine Mode Selector
	IGN Start

	
	Engine No2
	On

	Pedestal  Ctrl + 4
	Running Up
	Check

	External View:   End
	Check Pushback
	ATC Turn or Stop

	Pedestal  Ctrl + 7
	Engine No1
	On

	Pedestal  Ctrl + 4
	Running Up
	Check

	Pedestal  Ctrl + 7
	Engine Mode Selector
	Norm

	External View:   End
	Check Pushback
	

	Pushback
	Stop when positioned
	Shift + P or ATC

	Pedestal  Ctrl + 7
	Parking Brake
	Set On

	Overhead Panel Ctrl + 8
	APU Bleed
	OFF

	
	APU Master SW
	OFF

	Pedestal  Ctrl + 7
	Speed Brake       
	Arm

	
	Flaps
	Set to Perf Page

	Main Panel  Ctrl + 2
	Auto Brake     Max
	Check

	
	Flight Director
	On

	ATC Back to Clearance
	
	


	
	TAXI

	

	ATC Clearance
	Request Taxi for take off
	Obtained

	
	Acknowledge Clearance
	

	Overhead Panel Ctrl + 8
	Rwy Turn Off Light & Taxi
	On & Taxi

	Pedestal  Ctrl + 7
	Parking Brake
	Set OFF

	
	Taxi for take off
	Roll

	Taxi to holding Point
	
	

	
	Before Takeoff
	

	Overhead Panel Ctrl + 8
	Rwy Turn Off Light & TO
	Off & Takeoff

	
	Landing Lights
	On

	ATC Contact Tower
	Request Take off Clearance
	

	
	
	Obtained

	ATC Tower
	Acknowledge Clearance
	


	
	Takeoff
	

	Pedestal  Ctrl + 6
	Thr Levers
	Set

	
	MAN TOGA or FLEX
	As Required

	If required enlarge PFD

	By keyboard Alt Gr + mouse left click
	Temp


	
	
	


	
	Rolling & Takeoff
	

	PFD Display Header
	MAN        SRS          RWY

FLX
	

	Push stick part forward

under 80 Kts
	100 Knots


	Check



	
	V1
	Check

	
	V2
	Rotate

	Pull back on Stick
	12-15 degree pitch
	Hold Steady

	
	Positive Climb
	Gear Up

	Keyboard F5
	Flaps 
	Zero

	After a few seconds the PFD will read below message

	
	MAN        OP       CLB

MCT
	

	Throttle Back until the read out is the message below

	FMA
	THR  CLB            OP CLB

   
	

	FCU
	Autopilot
	On

	FCU
	Autothrottle
	Check On

	Pedestal  Ctrl + 6
	Levers in CL notch
	Check

	Time for a cup of your favorite brew.

	Before saving the flight for a later day or hour, climb above FL250

	
	
	


	
	Climb
	

	Above Transition Altitude

	Main Panel Ctrl + 2
	Baro 
	Check

	
	Baro ref change to STD
	Check

	Overhead  Ctrl + 8
	Landing Lights
	Off

	
	Rwy + Nose Lights
	Off

	
	Anti Ice
	On


	
	Cruise
	

	If ATC is used
	Request Higher Altitude
	

	If No ATC
	Continue Climb 
	FL380


	Decent Preparation Check List


	ATC           FCU
	ATC Decent Request
	Set Altitude

	No ATC
	Use 3 to 1 Rule to calculate  T/D Top of Descent.
	

	Main Panel Ctrl + 2
	EFIS    Baro Check
	Std

	
	
	

	
	
	


	
	DESCENT

	

	FCU   Ctrl + 3
	T/D reached
	Initiate Descent

	ATC     FCU 
	Use down arrow
	Set

	Main Panel Ctrl + 2
	PFD Altitude
	Check

	Below 10,000ft
	
	

	Overhead Ctrl + 8
	Landing Lights
	Extend & On

	Overhead Ctrl + 8
	Rwy Turn Lights
	On

	After DECEL
	Speed Check 
	Flaps One

	Main Panel Ctrl + 2
	LS Button
	Press

	
	
	


	
	Approach


	

	On Final 
	Less than 90 degrees
	LOC On

	Main Panel Ctrl + 2
	Check Diamond on ND
	App On

	Main Panel Ctrl + 2
	LOC + GS Initialized 
	Check


	
	Landing


	

	Keyboard  G
	Gear Down and Locked
	Three Greens

	Keyboard F8
	Full Flaps
	Check

	Alt 300ft
	Autopiot 
	Off

	Alt 20ft
	Flare
	

	Keyboard  F2
	Reverse Thrust
	Speed Check

	Leave RWY
	Stop at Holding Point
	

	ATC  Request
	Clearance to Gate
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