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This document summarises the many changes made to David Durst’s Learjet 45 panel, and shows new hotspots.  

 

 
 

Autopilot                          Autopilot has improved functionality. 
 

         Right click to          Toggle       Toggle IAS Hold or MACH Hold.            FLC now Flight Level Change. 
      make NAV2 drive     XFR arrow. Right-click to Sync IAS.               ALT now Altitude Hold. 

         HSI and autopilot. 

                       Green 
                        LED 
All knobs use left/right                      indicators. 
decrease/increase value. 

 

 

 

 
Middle click to        Middle click to                   Change IAS, or VS                    Middle click to    

   Sync Course.          Sync Heading.                       when VS indicator lit.                  Sync to Altitude. 
                  Middle click to toggle 
                     IAS/MACH Mode. 

If VOR tuned, syncs to VOR, CDI centred. 
If ILS tuned, syncs to RWY heading/ILS course. 
If neither tuned, syncs to current heading. 
 

 

Display Controller      NAV/GPS Switch. 

     

 

 

 

 

Knobs use left/right  
mouse clicks to  
operate switches. 
 

 

 

 

       Bearing Pointer for       Bearing Pointer for 
               VOR1, ADF1, FMS1.                                VOR2, ADF2, FMS2. 

 



 

                     Throttle 

                   PFD has autopilot annunciator.              Detent  CAS display updated 
      BARO minimums bug.       Indication.           with many authentic warnings. 
 

     PFD             EICAS        
 

 
 
 
Minimums 
Indicator.       Shows ITT 
         not EGT 
Radar Altitude. 
         (in feet) 

Heading readout.        RA or BARO 
            readout. 
Red caution bands             
On ASI tape.      if FLC      VS Set. 
 

     VS readout.     VS 
              

 
 
 
 
 
            
          

 
 
 

  Minimums      Display                  STD   Baro          Fuel Tank     Select Fuel screen,      
       Set.       RA or BARO             Baro.  Set.           quantity.      right-click to toggle  

                                Minimums.                                 lbs/kg fuel. 
 
All knobs use left/right mouse clicks to decrease/increase value 
 

 

EICAS updated ELEC screen       EICAS new HYD screen           EICAS updated FLT screen  

                              Amber flap lever 

indicator                              position. 

                                       White flap position 

            Dual independent  

                                         spoiler position  

                             indicators. 

         

 

  

Electrics changed from 12V to 24V.          Brake Accumulator Indicator.      Takeoff 

Added Battery Temperatures.                                                 Pitch Trim 

                         Range. 

 

MFD  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Select new menu items 

              TERRAIN and AIRSPACE.     
   (TERRAIN can be OFF, SEA only, and FULL.) 

  

 

    



 

Radios  (Honeywell RM-855B Radio Management Units) 

 

 

 

          

        Now has ADF2 radio. 

 

         

  Click for TCAS                            

NORMAL, ABOVE 

   or BELOW. 
 

 

 
 

 

 

                                 Line select radio,      Left/right mouse clicks to       

                          transponder,           change frequency, 

                          or TCAS range.    transponder code 

         (Yellow box.)       or TCAS range. 

             

 

  Annunciator/Crew Warning Panel (CWP) 

 

 

      Press to test.                  Master Warning/Caution 
       Also tests Master   

Warning/Caution. 
 

 

 

 

 

New Master Warning/Caution 

                     indicators with improved functionality. 

                      Has many spoken audible warnings. 
 

 

        Standby Instruments 
 

 

 

 

 

 

 

 

 

   New Standby ASI with      Updated colours on 

   functional MACH scale           Standby AI 
 

 

 

Throttle Quadrant 

 

 

 

                No Smoking 

                Belts switch 

 

 

 

 

 

 

 

New Throttle Quadrant            


