





FINLAND FIR/UIR

TALLINN FIR

EED14

EED20

EED16

EED23

2200
EETN
25 NM

MSA

FM ARP

FL 100
251°

FL 
100

215
°

FL
 10

0
18

4°

FL 100
134°

FL 100

080°




























17
5°

(18
2.2

°T
)

271°(277.8°T)

064°(071.0°T)

064°(071.5°T)

297°(303.8°T)

296°(303.4°T)
345°(352.5°T)

345°(352.4°T)

01
6°(

02
2.6

°T)

17
7°

(18
3.6

°T
)









210
°(2

17.
3°T

)

R 251 TLL / 43.0

R 215 TLL / 35.6

R 184 TLL / 42.2

R 134 TLL / 36.3

R 080 TLL / 37.1

592441N
0245018E

59X ELEV 200

TALLINN
VOR / DME
112.200 TLLT/L/L

264°(270.7°T)

18.6

16
.4 16.0

13.5
16.0

19.0

26.4
15.8

15.
610

.8

5.0

12.3

DTG*  43 NM

DTG*  40 NM

DTG*  54 NM

DTG*  59 NM

DTG*  66 NM

DTG*  35 NM

DTG*  45 NM

EED24

TN925

TN914

TN903

TN902

TN901

TN762

TN755

TN751

TN750

TN711

TN700

TN665

TN450

TN425

VEMOX

SULUN

RENKU

OSMUR

KEMET

GONOS

DOPIK

DOBAN

































 

 













173°(179.9°T)

263°(270.1°T)

083°
(089.8°T)

(359.8°T)
345°(352.4°T)

210
°(2

17.
0°T

)

MAX IAS 230 KT

01
6°(

02
2.8

°T)

296°(303.0°T)

MAX IAS 230 KT

MAX IAS 230 KT

EED16

EED20

EED23

17
5°

(18
2.2

°T
)

12
.4

7.4

7.5

5.0

2.3

5.0

7.6

7.5

7.4

5000
5000

5000

5000

5000

5000

2200

2200

2200

2200

353°

064°(071.5°T)12.3

TN700
5000

DTG* 24 NM
DTG* 24 NM

DTG* 24 NM

DTG* 24 NM

DTG 24 NM

DTG 24 NM

DTG 24 NM

EED24

TN925

TN914

TN903

TN902

TN901

TN762

TN751

TN750

TN711

VEMOX




BRG, TR and RDL are MAG
ALT and ELEV in FT
DIST in NM
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SCALE 1 : 650 000
5 0 5 102.5 NM

10 0 10 205 KM

RNAV STAR RWY 08
DOBAN 1K  DOPIK 1K  GONOS 1K   KEMET 1K  OSMUR 1K
RENKU 1K  SULUN 1K

IN CASE OF RADIO COMMUNICATION FAILURE, SEE AD 2.22 
AIRCRAFT HAVING TELEPHONE, CALL +372 6 258 254.
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NAV SPECIFICATION
P-RNAV APPROVAL REQUIRED. OTHERWISE INFORM ATC. AIRCRAFT UNABLE TO
FOLLOW RNAV STAR WILL BE PROVIDED RADAR VECTORS FOR APPROACH.
DESCENT
DESCENT CLEARANCES WILL BE GIVEN SEPARATELY BY ATC. PLAN YOUR
DESCENT TO PERFORM CONTINUOUS DESCENT APPROACH (CDA) FROM AT
LEAST FL 100. 

PROC DESCRIPTION AND CODING TABLES: REF AD 2.22.
SPEED LIMIT
WITHIN TALLINN TMA (BELOW FL 100) SPEED MAX 250 KT IAS.
COMM FAILURE

ROUTES

ALT/FL/SPEED CONSTRAINTS MUST ALWAYS BE FOLLOWED,
UNLESS CANCELLED BY ATC.

WPT CONSTRAINTS

TEMPERATURE CORRECTION IS ADDED TO MSA BY ATC IF GND TEMP
FALLS BELOW -7° C.

TEMPERATURE CORRECTION











*DTG - distance to go 
(via STAR to THR)

*DTG - distance to go 
(via STAR to THR)

Vertical limitsArea
EED14
EED16
EED20
EED23

According to 
NOTAM

EED24


